BID SOLICITATION NOTICE

TO RECEIVE A BID PACKAGE, BIDDERS MAY EITHER DOWNLO AD THE
REQUEST FOR BIDS (“‘RFB") FROM THE AUTHORITY'S WEBSI TE AT
http://www.state.nj.us/turnpike/purchasing.html OR REQUEST A BID BY COMPLETING
THIS FORM AND FAXING IT TO THE NUMBER STATED BELOW . FOR RECORD KEEPING
PURPOSES, THE AUTHORITY REQUESTS THAT THE BIDDER CO MPLETE THIS FORM
AND RETURN IT TO THE PROCUREMENT AND MATERIALS MANA GEMENT
DEPARTMENT, EVEN WHEN A BIDDER IS DOWNLOADING THE R FB. THIS IS THE ONLY
NOTICE OF BIDDING FOR THE FOLLOWING GOODS.

THE NEW JERSEY TURNPIKE AUTHORITY
PROCUREMENT AND MATERIALS MANAGEMENT DEPARTMENT
New Jersey Turnpike Administrative Offices
P.O. Box 5042, 581 Main Street
Woodbridge, New Jersey 07095-5042
Tel. - 732-750-5300 Ext. 8640 Fax - 732-750-5399

TITLE: TELESCOPING AERIAL UNIT
BID NO: R-113092
DUE DATE: January 28, 2015
TIME: 2:30 pm

SUBMIT BIDS BEFORE THE DUE DATE AND TIME STATED ABO VE TO THE ABOVE ADDRESS

BIDDER INFORMATION (PLEASE PRINT)

NAME OF BIDDING ENTITY

ADDRESS

CITY, STATE AND ZIP CODE

E-MAIL ADDRESS

REPRESENTATIVE TO CONTACT-NAME & TITLE TELEPHONE

FEDERAL TAX I.D. NO. or TAXPAYER I.D. NO FAX NO

|:| WE HAVE DOWNLOADED THE BID FROM THE AUTHORITY WEBSI TE
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THE NEW JERSEY TURNPIKE AUTHORITY
PROCUREMENT AND MATERIALS MANAGEMENT DEPARTMENT
New Jersey Turnpike Administrative Offices
P.O. Box 5042, 581 Main Street
Woodbridge, New Jersey 07095-5042
Tel. - 732-750-5300 Fax - 732-750-5399

REQUEST FOR BID

TITLE: TELESCOPING AERIAL UNIT
BID NO: R-113092
DUE DATE: January 28, 2015
TIME: 2:30 pm

SUBMIT BIDS BEFORE THE DUE DATE AND TIME STATED ABO VE TO THE ABOVE
ADDRESS

BIDDER INFORMATION
(TO BE COMPLETED BY THE BIDDER)

BIDDER INFORMATION (PLEASE PRINT)

NAME OF BIDDING ENTITY

ADDRESS

CITY, STATE AND ZIP CODE

E-MAIL ADDRESS

REPRESENTATIVE TO CONTACT-NAME & TITLE TELEPHONE
FEDERAL TAX I.D. NO. or TAXPAYER I.D. NO FAX NO
BUSINESS CORPORATION PARTNERSHIP INDIVIDUAL

OTHER (SPECIFY)
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SECTION |

A. INTRODUCTION

The New Jersey Turnpike Authority (the “Authority)as created by an act of the New
Jersey Legislature in 1948, known as the New Jef@ypike Authority Act (as
amended and supplemented, “Act”). The Act audewithe Authority to construct,
maintain, repair, and operate the New Jersey Tkenpo collect tolls, and to issue
Turnpike Revenue Bonds or Notes, subject to theasap of the Governor, payable from
tolls and other revenues of the Authority. On MAy 2003, the Act was amended to
empower the Turnpike to assume all powers, righliigations and duties of the New
Jersey Highway Authority (the “Highway Authority”yhich owned and operated the
Garden State Parkway and PNC Bank Arts Center. J@y 9, 2003, the Authority
assumed all powers, rights, obligations and dutiegshe Highway Authority. The
Authority currently operates both the Garden Skakway (“GSP”) and the New Jersey
Turnpike (“Turnpike”) (both roads are collectivelseferred to herein as the
“Roadways”).

The Authority is governed by an eight member Bas#fr@ommissioners (“Board”). The

Governor of New Jersey appoints each of its meméetishas the statutory authority to
overturn an action of the Board by vetoing any Blaastion within 10 days of receiving

the minutes of the meeting. The Board authorizeards of all public contracts over
$35,000, except in cases where it has delegatbdrytto the Executive Director.

This bid solicitation is being conducted pursuanmthe Authority’s enabling statute as

found in N.J.S.A. 27.23-6.1 and Executive Order ham37 (Corzine 2006) and the
regulations and policies of the Authority with redj@o public bid procurement.
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B. BIDDER GUIDELINES/CHECKLIST

BIDS THAT FAIL TO CONFORM TO THE FOLLOWING REQUIREENTS MAY BE
REJECTED:

1.

The Request for Bids (“RFB”), including specifigats and related bid documents (“Bids”) must be
received at or before the due date and time statdtle cover page at the following place: Newelers
Turnpike Authority, Administration Building, 581 NaStreet, Woodbridge, New Jersey 07095. Late
Bids will be returned unopened. Telephone or faitsiBids will not be accepted.

The entity submitting a Bid (“Bidder”) must providme original and one copy of the Bid. The Bid
must include all price information. Bid prices Bhiaclude delivery of all items F.O.B. destination
as otherwise provided. Price quotes must be timough issuance of contract.

All Bid prices must be typed or written in ink. Qe the specified unit of measure. If bidding an
alternate, provide detailed specifications.

All corrections, white-outs, erasures, re-strikofgype, or other forms of alteration or the appeae
of alteration, to unit and/or total prices mustitigaled in ink by the Bidder.

The Bidder must attend the mandatory site inspeatdhe following date(s) and time(s) if applicabl

If checked this RFB requires the following mandgtdocument(s) or the Bidill be rejected:
(a) Bid Bond or Cashier's Check for 10% of the amouiat Br a Letter of Surety

!

(b) Stockholder/Partnership Disclosure Statement [ ]x

See the Authority’s Instruction to Bidders for angaete list of the Authority’s standard contract
Terms and Conditions, as well as required formsrhsst be included with the BidATTACHED ).

The following checked documents are required for tis Bid. Failure to submit the required
forms may result in the rejection of the Bid

(a) State of New Jersey Division of Revenue BusineggsRation Certificate

(b) Certification of Registration with the SecretarySiate (only if non-NJ corporation)
(c) Acknowledgement of requirement for Disclosure ofitial Contributions (ELEC)
(d) Public Works Contractor Registration Certificatefgppplicable)

(e) Affirmative Action Information Sheet with Certifibtaor Form AA302

() Signed Mandatory Equal Employment Opportunity Lzt

(g) SBE/WBE/MBE Certificates and Form

(h) Vendor Disclosure Form (EO129-Location of Services)

(i) Notice of Set-Off for State Tax (P.L. 1999, c 159)

(i) Automobile Insurance Liability Waiver

(k) Insurance Certificate

() Disclosure of Investment in Iran

Bidder must sign Bid

x
II IIDIII | ] [%

Three year Open Option Clause
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A.

1.

SECTION I

INTENTION

Sealed Bids folR-113092must be received at the New Jersey Turnpike Aufhori
Administrative Offices, 581 Main Street, Woodbriddéew Jersey 07095-5042, by
the due date and time stated on the cover pagesofRFB” at which time and place
said Bid will be opened and read in public.

Bidders mailing Bids should allow for their normaail delivery time to ensure
timely receipt of the Public BidsPlease be advised that using an_overnight/next-
day delivery service does not quarantee overnightéxt-day deliveries to _our
location. The Authority will not be responsible fo any Bid not being received by
the required date and time

It is the intention of the Authority to issue a pliase order or notice of award for a
price agreement for the procurement GELESCOPING AERIAL UNIT.

Items purchased under this contract will be deéidess directed by the Authority.

Please contact Richard Bava with any questionsrdegathis procurement contract
at 732-750-5300 x-8636, or rbava@turnpike.statgsn;.

B. BID SHEET INSTRUCTIONS

1.

3.

4.

Bidders must follow all instructions in this RFBdam the Instructions to Bidders
issued by the Authority, and any other documensuidd by the Authority in
connection with this RFB (collectively, “Bid Docuimis”).

Bidders must examine the bid documents carefulfprieebidding and must ask the
Director of Procurement and Materials Managemergadenent (‘PMM”) in writing
for any interpretation or correction of any appareambiguity, inconsistency or
apparent error therein. If necessary, an intemficet or correction to the
specifications shall be issued by the Director MMPin response to inquiries and/or
addendum shall be faxed to Bidders who have oldaine Bid Documents. Upon
the issuing of an addendum, the addendum shallnbegart of the bid documents.
Requests for interpretation or _correction shall beconsidered only if received at
least 5 business days prior to the Bid opening date

Written requests can be submitted by FAX at 732-5589.

The submission of the Bid is conclusive evideneg the Bidder is fully aware of the
conditions, requirements, and details as statetiarBid Documents. If the Bidder,
prior to submitting its Bid, fails to notify the Eictor of PMM of the existence of an
ambiguity or inconsistency in the Bid Documents,Bal will conclusively be
presumed to have been based upon the Authoritgégaretation of such ambiguity or
inconsistency.
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5. All erasures, interpolations or other physical geson the Bid form shall be signed

or initialed by the Bidder. Bids containing any ddions, omissions, erasure’s,
alterations, or items not called for in this “RF8 irregularities of any kind, may be
rejected by the Authority, in its sole discretion.

The Bidder shall not attach conditions, limitatiargrovisos to their Bid, except in
cases where “exceptions” are permitted.

The Authority will accept Approved Equivalent items on this Bid. If a Bidder is
basing the proposal on items other than what icitpe, and wishes the items
proposed to be considered as an “Approved Equitvalére Bidder shall enter a price
on the Bid sheet then submit on the Exception Simetite exact format of the line
item on the RFB contained herein, the item numbarjtem description including
manufacturers name, model number, informationalchuce(s), and packaging
guantities of those items that the Bidder proptsesibstitute.

C. BASIS OF AWARD

1.

Bidders must supply a price for every item listed.Bids not having a price for all
listed items may be rejected.

Bidders must quote only one price per line item. fla Bidder quotes multiple
prices per line item, the Bid may be rejected

The Authority will purchase amounts of any giveemt as needed, at the sole
discretion of the Authority and shall not be bouoygl any quantities listedThe
Authority reserves the right to make reasonableesses or decreases to line item
guantities.

All items are to be Bid FOB Destination. All shipgi handling, and other costs
should be considered in the Bid price.

The Authority is tax exempt from New Jersey Sales Bxcise Tax.

Award will be made to the lowest responsive Bidderthe total line items Bid.
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D. MISCELLANEQOUS

1. Delivery Date

(Insert if@dizable)

2. Payment Terms: The Authority’s standard paymemhseare Net 30 days. Prompt
payment discounts may be offered and must be amamiof 10 days.
Discount: Maximum time period: Percentage:

Note: Although prompt payment discounts will netdonsidered in determining low
Bid, the Authority reserves the right to take adage of any such discounts offered.
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BID PRICE SHEET

ITEM | QTY | UNIT DESCRIPTION UNIT TOTAL
PRICE DOLLAR
AMOUNT
TELESCOPING AERIAL
1 1 EA UNIT, AS PERATTACHED |¢ $
SPECIFICATIONS

ANY INQUIRIES CONCERNING THIS BID MUST BE SENT VIA FAX TO 732-750-5399
NO LATER THAN FIVE (5) BUSINESS DAYS BEFORE BID OPENING

NEW JERSEY TURNPIKE AUTHORITY

Andrea E. Ward
Director, PMM Department

/
Name of Company / Autked Signature of Bidder
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E. SIGNATURE PAGE
1. ADDENDA /INQUIRIES: COMPLETE (if applicable) BEFORE SUBMITTING

BID:
Receipt of Addendum/Inquiries # dated is heratinawledged.
Receipt of Addendum/Inquiries # dated is heratknawledged.

CHECK BOX IF NO ADDENDA/INQUIRY ISSUED
(All Addenda / Inquiries must be acknowledged aBaated above.)

2. BID IRREVOCABLE: This offer shall be irrevocable for ninety (90) nkimg days
after the date on which the Authority publicly opéhis Bid except in those instances
where an unsuccessful Bidder has filed a bid ptrgesuant to N.J.A.C. 19:9-2.12.
Upon notification of a protest, Bidders are reqdir® hold their prices for an
additional 90 days. All Bidders will be notified writing of the action taken by the
Authority.

3. OFFER/CERTIFICATION:  The undersigned offers and agrees to furnisthé¢o t
New Jersey Turnpike Authority the services and/atamals in compliance with all
terms, conditions, specifications and addenda ef RFB, Bid Documents, and
resulting contract. The undersigned further dedifunderstanding and compliance
with the requirements of the standard terms andditions as stated in the
Instructions to Bidders included with the Bid Doamis. The undersigned certifies
that he or she executes this Bid with full authyosb to do; and that all statements
contained in this Bid and in this certification @ree and correct, and made with full
knowledge that the Authority relies upon the tratflthe statements contained herein
and in any statements requested by the Authoribyvsty evidence of qualifications
in awarding the contract.

| certify that the foregoing statements made byamgetrue. | am aware that if any of
the foregoing statements made by me are willfudlgd, | am subject to punishment.

4. AUTHORIZED SIGNATURE:

Print Name and Title:

Bidder:

Address:

City State Zip:

E-mail address:

Telephone #: Fax #:
Date:
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SECTION Il
NO RESPONSE BID SURVEY

BID REQUISITION NUMBER: R-113092

BID TITLE: TELESCOPING AERIAL UNIT

If you do not choose to respond to this Bid, pleasaplete the form below:

Name of Company

Reason you did not respond (Check all that apply):
Cannot supply product or service
Cannot meet technical specifications
Cannot meet delivery specifications

Cannot meet legal requirements
(i.e. Bid/performance/security/insurance, etc.)

Cannot provide a competitive price at this time
Interested in receiving specifications for infotroaal purposes only
Insufficient lead time to respond

Other:(please be specific)

Do you wish to remain on our mailing list?
Yes No

Additional comments:

Signed (optional):

Company:

10
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ADDITIONAL YEARS PURCHASING OPTION, for R-11309 2

BID TITLE: TELESCOPING AERIAL UNIT

3 - Year Open End Optio:he Authority shall have the option for one (1) Mb&ear* from

the date of Contract, to order additional units fooning to the requirements of these
specifications at the same price and under the dames and conditions as those contained
herein.

The Authority shall further have the option to phase additional units conforming to these
specifications for two (2) additional Model YearsAny unit(s) offered during the two (2)
subsequent Model Years shall be of the model etgnvdo that specified herein. In the latter
instances, if there have been any price changes,vémdor shall submit a request to the
Authority covering the aforesaid price changes, ahdll include appropriate explanation and
justification for any such price changes.

Any such request for price adjustment shall be inting and directed to the Director,
Procurement and Materials Management Departmenslaaidl be accompanied by the following
evidence as a basis for your request;

1. The published price lists for equipment, which wigereffect at the time of your
original proposal.

2. The equivalent published price lists in effect he ttime of your request.

3. Any additional evidence which the Authority deeneessary in the evaluation
of your request.

The Authority shall, within its sole discretion, Veathe right to accept the price changes
proposed by the vendor or if it so desires, retharequirement.

*Model Year is defined as the Model Year of the Mtacturer of the unit(s) offered by you in
this Request for Quotation. In that instance wipgoposals are for equipment for which “Model
Year” and “Production Cut-Off Dates” are undefined non-existent, the “Model Year” is
defined, for bid purposes, as one calendar yean ftee date on which the Contract is accepted.
The last date on which orders may be placed for Medel currently in effect

is

11
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NEW JERSEY TURNPIKE AUTHORITY
GENERAL INSTRUCTIONS AND SPECIFICATIONS FOR:
55 FOOT WORKING HEIGHT THREE SECTION

TELESCOPIC INSULATED AERIAL UNIT
AND ACCESSORIES

Quantity Description MaximwDelivery Date
1 '‘Borking Height Three Section 0dZays Afte
Telepmolnsulated Aerial Unit and Rextenf Order
Accessories

SPECIFICATIONS:

TIAU: 2015 TELESCOPIC INSULATED AERIAL UNIT AND ACCESSORIES
LB-SP-RS: LIGHTBAR, SWITCH PANEL, AND REAR STROBES

7PTC: 7-POLE TRAILER CONNECTORS ON TRUCKS AND TRAR

COMPLIANCE WITH RULES AND REGULATIONS: The unit andssociated equipment
furnished must comply with all Federal and Statetdvid/ehicle Safety Laws and Regulations
and shall be capable of passing the New Jerseg $tator Vehicle Inspection Laws, where
applicable.

ENERGY STAR REQUIREMENTS: If applicable for itemgesified in bid package, the vendor
must provide products that earn ENERGY STAR andtrittee ENERGY STAR specifications
for energy efficiency. The vendor is encouraged/igit energystar.gov for complete product
specifications and updated lists of qualifying proid. The ENERGY STAR label must also be
affixed to each delivered item. The bidder’s signaton the signature page certifies that items so
indicated that have earned ENERGY STAR and meetEflNERGY STAR specifications or
other standards for energy efficiency will be sigxbl

ERRORS AND OMISSIONS: Inadvertent omissions or exin the attached specifications must
be brought to the attention of the New Jersey Tikenputhority’s Director of Procurement and
Materials Management at 732-750-5300 before bianssdion date. If, with knowledge of such
error or omission and prior to the correction tloéréhe bidder proceeds with any work affected
hereby, they shall do so at their own risk andwvtleek so done shall not be considered as work
done under and in performance of this Agreemergssndnd until approved and accepted.

PILOT MODEL: Questions, which arise before or dgrithe preparation of the pilot model,
shall be addressed in writing via e-mail from tlemdor to Peter Perperas (Project Supervisor),
perperas@turnpike.state.nj.us at the New Jersaypikg Authority on a not to delay basis.

The awarded bidder shall make available @nky completed pilot model for inspection and
approval by the Authority. The unit shall be tramgpd (responsibility of the awarded vendor) to

12
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the NJTA Garden State Parkway Division’s Telegrafih Maintenance Facility located at
Garden State Parkway Exit 116 in Holmdel, NJ 07733.

DELIVERY INSTRUCTIONS:

A. Vendor must contact Peter Perperas (Project Swgmejvat 732-442-8600 ext. 2868 for
authorization to schedule date and time prior tovelgy. Deliveries shall be made to the
NJTA Garden State Parkway Division Telegraph Hill Gentral Maintenance Facility
located at GSP Exit 116 in Holmdel, NJ 07733.

B. Vendor shall be responsible for all delivery, shmgpand pick-up expenses.

C. All units must be pre-delivery serviced, completasembled, operational, and cleaned
prior to Authority delivery.

D. The following administrative packageust accompany all deliveries:

Certificate of Origin: stamped “Sales Tax Satisfiad shall be made out to New
Jersey Turnpike Authority, 581 Main St. Woodbridde] 07095. Certificate of
Origin shall have current date and be hand deld/eoePeter Perperas after final
acceptance of complete order.

Invoice: purchase order number must be displayedenwlors invoice. Invoice shall
have current date and be hand delivered to PetpeRes after final acceptance of
complete order.

Warranty forms properly executed.

Four (4) keys for each vehicle shall be furnishedch vehicle shall have an
independent key code). Successful bidder must guptey code listing for each
vehicle identification numbeNO EXCEPTIONS

Four (4) keys, keyed alike for toolboxes or simigampartments shall be furnished
for each vehicleNO EXCEPTIONS

State MVC (Motor Vehicle Commission) required insfpen stickers shall be
provided with each vehicle upon delivery.

Federal Safety Inspections shall be performed #ic#ess shall be attached to the
vehicles prior to delivery.

All vehicles being delivered shall have a dealer gle affixed to the vehicle. Under
no circumstances shall a temporary registration (3@mp tag) be attached to the
vehicle. The 30 day temp tag shall be hand delivatealong with the invoice and
all paperwork to Peter Perperas upon delivery.

It shall be the responsibility of the awarded venthat all tolls, when applicable be
paid when making delivery to the Authority.

13
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* Delivery of all units fully completed and fully cqgotiant shall be made no later than
two hundred forty (240) days after receipt of Pas#Order.

E. All units shall be delivered with a minimum of aftank of fuel.
F. Deliveries made directly from the manufacturerte Authority shalhot be acceptable.

WARRANTY: All units delivered must be guaranteed lie free from defects in materials,
design and workmanship for a minimum of one (1)rysae additional warranty coverages)
from the time of acceptance by the New Jersey Tkenputhority. All warranties shall start
upon written acceptance of units by the New Jefseypike Authority. Warranty must include
service availability from any manufacturers authed dealer establishment most closely located
to Parkway and Turnpike area. This repair facihtgy not be further than 100 miles from
Telegraph Hill Central Maintenance Facility in Halel, NJ 07733 or Central Shops
Maintenance Facility located in Hightstown, NJ 0852If warranty service is required, the
vendor who supplied the unit shall provide for pipkdelivery and repair of unit at no charge to
the New Jersey Turnpike Authority. The vendor shkb have a program to include an in-house
warranty. All warranty periods shall start from elaif acceptance of unit by the New Jersey
Turnpike Authority.

EXCEPTION SHEET: Exception sheet is furnished watlich set of specifications. Bidders
making exceptions must note exceptions by itemiadidate substitution in lieu and submit with
bid, detailed specifications on the substitutidrthe vendor is submitting an alternate product,
component, feature or part to what is referencethéspecifications, the proposaisist be
accompanied by descriptive literature, marked aditate the exact items to be furnished, with
an engineering drawing of the samieailure to supply information requested may resultin
rejection of bid. Where no exception is taken, the word “None” shallneatly printed or typed
on the exception shediailure to supply information and/or failure to complete the bidder’s
exception spaces in the prescribed manner may disglify bid. It shall be understood that if

no exception is taken, the vendor shall supply almaterial exactly as specified. No
substitution will be permitted after receipt of bids.

UNIT INFORMATION FORM: Vendor shall complete the tem Unit Information Form.
Failure to complete form may result in rejection ofbid.

MANUFACTURER’S PRODUCTION SHEET: The vendor shalirfiish one (1) copy of the
actual Factory Production Sheet for each unit gledi The copies of the Factory Production
Sheet shall be submitted at the time of the Autitarinspection of the unit.

TRAINING: It shall be the responsibility of the suassful bidder to supply all safety,
operational and service training to New Jersey pilan Authority personnel in accordance with
all applicable ANSI and OSHA regulations. The sa#etd operational training shall consist of a
complete review and understanding of the manufacgirowner manual, along with actual
operation of equipment. The instructor shall emeaall proper uses for safe operation. The
training shall include but not limited to all geaktroubleshooting of the hydraulic system and
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associated electronics. The instructor shall alspleasize the proper use of tools and test
equipment along with general shop safety. The serseminars shall be similar to factory and
manufacture type schools. The training shall beduled and take place at one (1) site, eight (8)
hours designated by the New Jersey Turnpike Authori

LABELS: Plastic stick-on labels shall not be acedy.

ADVERTISEMENTS: No Dealer advertisements shall awpen unit or any other related
equipment.

ACCESSORIES: All accessories shall be manufactiustalled when the item is available from
the manufacturer.

FACILITIES: Bidders shall represent a manufactuvenijch has in operation a factory adequate
for the manufacture of the equipment, which it @sgs to furnish. The manufacture(s) whose
associated equipment or products are bid shall laafdl service warranty and parts supply
facility that can guarantee availability of partghan 24 hours after telephone order and shall be
located within a 100 mile radius of either CenBalops Maintenance Facility (exit 8 on the NJ
Turnpike) located in Hightstown, NJ 08520 or Tedgr Hill Central Maintenance Facility (exit
116 on the GSP) located in Holmdel, NJ 07733. Taxdity will be required to establish an in-
house warranty program and provide all warrantykwalated to the equipment in the bid
proposal. The bidder shall submit the locationspemand telephone numbers of people who are
authorized to service the equipment or who carebehred for emergency service.

Location

Phone #

Contact

Name & Title

15
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SPECIFICATIONS: TIAU: 2015
55 FOOT WORKING HEIGHT THREE SECTION
TELESCOPIC INSULATED AERIAL UNIT
AND ACCESSORIES

INTENT: The intent of this specification is to dabe and govern the purchase of a 2015 or new
current model 55working height three (3) section telescopic insedaaerial unit and
accessories. The components including the complatédshall be new and of the latest design
and be in current production at the time of thensisbion of bid. No bid shall be considered
unless the vendor submitting the bid can meet tilwing conditions. All standard and
optional equipment shall be Original Equipment Macturer (OEM) items, when available.

BIDDER'S INSTRUCTIONS

IT SHALL BE THE BIDDER’S RESPONSIBILITY TO CAREFULL Y EXAMINE EACH

ITEM OF THE SPECIFICATION. BIDDERS MUST INDICATE WH ETHER THEY

COMPLY OR NON-COMPLY FOR EACH LINE ITEM IN THE SPEC IFICATION.

FAILURE TO PROVIDE A COMPLETED BID MAY CAUSE REJECT ION OF BID.

ALL NON-COMPLY RESPONSES AND/OR BIDDERS PROPOSED “APPROVED
EQUIVALENTS” MUST BE FULLY EXPLAINED ON EXCEPTION F ORM, NOTING

SECTION AND ITEM. FAILURE TO EXPLAIN NON-COMPLY RE SPONSES OR
FAILURE TO SUPPLY DETAILED LITERATURE/BROCHURES ON THE BIDDERS
PROPOSED “APPROVED EQUIVALENTS” MAY CAUSE REJECTION OF BID.
WHERE “MINIMUM/MAXIMUM” IS SPECIFIED, BIDDERS MUST PROPOSE AT
LEAST THE MINIMUM/MAXIMUM SIZES OR THE BID MAY BER EJECTED.

COMPLY

YES NO

CHASSIS SPECIFICATIONS:

A. 2015 or new current International Model 440@pproved equivalent

SBA (Set Back Axle) 4 x 2, 6-wheel configuratiorbezhassis, utility body,
and a 55" working height three (3) section teleswpmsulated aerial unit and
accessories.

B. Bidders must provide detailed specificationshtecal sheets, and
diagrams/dimensions describing exact equipmensgbabody, aerial unit,
and all accessories) that shall be provided.

C. All standard and optional equipment shall begiDal Equipment
Manufacturer (OEM) items, when availabMO EXCEPTIONS

FRAME:

A. Frame rails: 120,000 psi minimum.

B. Bolt-on or welded frame sections shall not becptable.

C. Huck fasteners shall be used for all cross mesnlgel tank, and battery

16
Revised 12-22-14



COMPLY

YES NO

box brackets.

D. Heavy-duty front bumper and bolt-on tow hook#wapening through
bumper.

E. Bolt-on front tow hooks with opening through thenper. One right and
one left, within easy access to afford quick opmrabok up of tow chain.

Hooks shall be of drop forged steel. Grade 8 lsiitdl be use to attach hook
to chassis. Weld on hooks shall not be acceptable.

N

F. Wheelbase shall be 171", cab to axle shall B8 40d AF shall be as
required for body.

G. 38,000 Ibs. G.V.W.R. minimum.

H. The Authority reserves the right to determimafiCA and AF dimension
at issuance of purchase order.

FRONT AXLE:

A. 12,000 Ibs. minimum capacity front axle.

B. Weight capacity of front axle must be able toaaomodate body, aerial
unit and all equipment specified in this bid paakag

FRONT SUSPENSION:

A. 12,000 Ibs. minimum capacity front suspension.

B. Taper-leaf front springs with shock absorbers.

REAR AXLE:

A. 26,000 Ibs. minimum capacity with driver conteal main locking
differential.

B. An automatic disengage feature shall be suppiietisengage the locking
mechanism after the vehicle reaches a speed ofpP5 m

C. Factory installed synthetic gear lube with maigndrain plug shall be
provided.

D. Axle ratio shall enable vehicle to cruise atgph at maximum GVWR.

REAR SUSPENSION:

A. 26,000 Ibs. minimum capacity vari-rate rear I3gsi.

B. Include 4,500 Ibs. capacity auxiliary springs.

BRAKES:

A. ABS anti-lock brakes.

B. Air dryer and moisture ejector shall be suppbadwvet tank.

C. “S” type cam brake shoes.

D. 13.2 cubic foot gear driven air compressor witial air supply gauges.

E. Air pressure gauges shall be located in instnirokeister.

F. Automatic slack adjusters shall be provided.

G. All air lines shall be color-coded.

H. Provide dust shields on front and rear brakes.

l. Parking brake alarm shall be supplied. Hornlst@nd when parking
brake is not set with ignition off and any door neeé.

STEERING:

A. Full hydraulic power steering.
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B. Steering column shall be tilt style.

EXHAUST SYSTEM:

A. Horizontal diesel particulate filter.

B. Exhaust shall be mounted on right side undenadibshort horizontal
tailpipe.

C. A dash-mounted switch shall be provided to ittdlesel particulate filter
regeneration.

ELECTRICAL:

A. Programmable electrical system with self-diagioss System shall be
designed to isolate electrical problems on thetifmpipput side of circuit and
display fault codes. Color coded and continuousimbered wiring.

B. All electronically controlled accessory equiprnehall be interfaced to a
Body Integrated Remote Power Module mounted insade up to 6 outputs
and 6 inputs, maximum 20 amps per channel, maxi@Qamps for each
required module. (Includes 2 dash-mounted switak path 6 switches
latched/labeled and back-lighted, if needed) whik system including but ng
limited to switches, controls and indicators. Amtated provisions shall be
communicated to the chassis manufacture prior &ssik build.

—

C. All circuit breakers shall be protected by mdmaaet circuit breakers ang
shall be mounted in the center control panel.

D. Three (3) 12-volt 2775 CCA maintenance freedvas with over crank
protection.

E. AM/FM radio with weather band, clock, and speake

F. Turn signal switch shall include “flash to pagsiture.

G. Daytime running lights, fender mounted dual thaenber/amber
directional lights in addition to front corner diteonal shall be provided.

H. The following lights shall automatically turn erhen wiper switch is
engaged:

» Headlights

* Talillights

» Marker lights

l. Five (5) LED cab marker lights shall be provided

J. Wipers shall have two (2) speeds with washern@tedmittent feature.
Wiper control shall force wipers to their sloweastermittent speed when
parking brake is set and wipers are left on forertban 30 seconds.

K. 185-amp Leece-Neville BLP2361H brushless, padmed with remote
voltage sensor or approved equivalent alternator.

L. Gauges & Lights:
e Oil pressure
* Water temperature
* Warning lights
* Voltmeter

» Speedometer
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» Tachometer
* Odometer

e Trip miles

* Engine hours
» Trip hours

M. Dual electric horns.

N. Install a Preco 45-AA or approved equivalentiap alarm.

O. Body builder harness shall be located outsidsabf Included shall be
stop, tail, turn, and marker light circuits, igoiti controlled auxiliary feed,
and ground.

P. Chassis manufacture shall supply 2-way radiong/iwith 20 amp fuse

protection. Shall include 5 amp fuse and be rotdeal/erhead radio console|.

Q. A weatherproof module for body builder conneasishall be located
inside the cab.

R. All switches must be back-lighted and (OEM) lelde

S. All electrical powered auxiliary equipment nagtalled by chassis
manufacturer shall be wired in accordance withisedk & B
(ELECTRICAL) and include proper circuit protectiofll wiring shall be
installed in a weather tight junction box or weatpack connector. Solder-
less connectors shall be unacceptable. Any holdsdifor installation of
accessories, wiring, brackets, etc. shall be prppeimed, sealed with
silicone and painted prior to installation to pretvaist.

T. Head lights shall automatically come on with arp

U. Test exterior light switch shall be installed dhassis manufacturer. The
switch shall cycle all the lights on the chassisept for reverse lights.
Included shall be high/low beam, turn signals, aratker lights.

V. In addition to the control switch, all lightirand accessories shall turn of
with ignition key “off” except for Federal D.O.Tequirements.

f

W. It shall be the responsibility of the body suppto ensure capability of
installed equipment with switches provided by cieassanufacturer. The
following switches shall be provided by the chassaufacturer and will be
incorporated in the chassis standard wiring anzligiprotection:

NO EXCEPTIONS

» Light bar

* Rear strobes

*  Work lights

» Compartment rope lighting
ENGINE:

A. Electronic 6-cylinder turbo-charged diesel emgin

B. 300 minimum horsepower @ 2,000 rpm.

C. 860 Ib/ft torque minimum @ 1,200 rpm.

D. Heavy-duty starter with over crank protection.

E. Cruise control integral with steering wheel.
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F. Provision for remote mounted engine controllshalude wiring for body
builder installation of PTO controls, ignition salit controlled.

G. Heavy-duty radiator.

H. Ethylene Propylene Diene Monomer (EPDM) or apptbequivalent
hoses.

|. Constant torque heat shrink radiator clamps.

J. Single element air cleaner, integral dash-malaterestriction gauge.

K. 120-volt engine block heater with weather-prégedlip plug cover
located under driver’s door.

L. Extended long life coolant protected to at ledér.

M. Low coolant level warning light and audible aar

N. Automatic shutdown system for oil pressure, anbtemperature, and
coolant level with a 30 second delay and auto cderr

O. Heated fuel/water separator.

P. Fuel pressure sensor.

TRANSMISSION:

A. Allison 3000 RDS or approved equivalent.

B. Five (5) forward speeds, automatic with dash-med push button contro

C. Include transmission oil cooler and temperagiaege.

D. Synthetic transmission fluid shall be used arsdalled by OEM.

E. Furnish PTO provision and dash-mounted temperajauge.

F. Chassis manufacturer installed PTO accommodétioslectric cover
hydraulic PTO with dash-mounted, back-lighted siwvénd indicator light in
gauge cluster. Wiring shall be incorporated and-epeed protection
programmed within the OEM electrical system.

FUEL TANK:

A. 50-gallon minimum capacity aluminum fuel tanlabe mounted under
cab and include stainless steel straps.

B. Thermostat controlled electric fuel heater attdrfwith filter restriction
change indicator.

C. Fuel tank shall be labeled in 1" high greerelsttDIESEL FUEL
ONLY” .

D. Fuel tank vent tube shall be attached to a latadla zip-tie.

DIESEL EXHAUST FLUID (DEF) TANK:

A. 7-gallon capacity DEF tank shall be mounted urodd.

FRONT TIRES & WHEELS:

A. Two (2) Goodyear or approved equivalent 12R226&ply highway tread
black wall radials.

B. Hub piloted black powder coat paint 8.25" stdist wheels.

REAR TIRES & WHEELS:

A. Four (4) Goodyear or approved equivalent 12R2PG5ply highway tread
black wall radials.

B. Hub piloted black powder coat paint 8.25" stdist wheels.
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SPARE TIRE:

A. One (1) spare tire shall be supplied with eaehiele ordered in this bid
package.

B. Spare tire shall be mounted on wheel, balaraed jdentical to make and
model supplied on vehicle.

CAB:

A. Conventional galvanized steel cab.

B. Cab rear air bag suspension.

C. Hood shall be a 3-piece design with stationailieg

D. Tinted glass all around.

E. Vented windows that open.

F. Odometer shall display miles, trip miles, endwoars, trip hours, and
engine/vehicle system codes.

G. Air-operated, high-back vinyl driver’s seat withadrest and lumbar
support and inboard armrest.

H. High-back vinyl non-suspended passenger seatheiadrest.

l. 3-point orange colored seatbelts with automagicactors.

J. Overhead console with radio pocket wired asrde=t in paragraph Q of
electrical section.

K. Front storage pockets.

L. Dome light, left/right courtesy lights shall actte when doors are opene

.

M. Dual sun visors.

N. In-dash cup holder.

O. Interior grab handles-both sides.

P. Chrome exterior grab handle with rubber insextedls and passenger sid¢
of cab.

1%

Q. Exterior mirrors shall be 16" x 7" with break-anstyle “C” stainless stee

brackets and convex mirrors. A look down 6" x 1@hpramic mirror shall be

mounted above passenger door. Both primary migioa#i be motorized and
controlled by a switch located in cab within easgah of the driver. Primary
and convex mirrors shall be thermostatically heated

D

R. HVAC system shall include heater/defroster/aimditioning. Air
conditioning system shall have self-diagnosticdezg with dash displayed
faulty codes.

S. Standard instrumentation package.

T. Hood wheel well rubber fender extensions shaillbe acceptable.

PINTLE HOOK & PLATE:

A. The pintle hook shall be forged steel ridge nmalesign to carry a 6,000
Ibs. vertical load and a 30,000 Ibs. gross traileight.

B. The pintle hook shall include a secondary cadtleered safety pin with a
double wire tab lock. A cotter pin and chain simait be an acceptable
secondary lock pin arrangement.

C. A %" thick by at least 36" wide formed steeltp]dull width of chassis
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frame rails, with a 3" return flange at the bottsihall be bolted to the chass
frame.

D. Bottom and side support gussets shall be indude

E. Two (2) swivel %" cold rolled steel “D” loops; Bd. minimum shall be
attached to the bottom flange.

F. Properly sized grade 8 bolts shall be used dirout the installation.

G. The pintle hook height shall be 26" from growadenter of hook.

H. A non-metallic weatherproof seven (7) wire ta$ocket shall be mounte
through the hook plate on the upper left side effiimtle hook and wired to
the chassis as outlined in Specifications: 7PT@cEbocation shall be
determined by contacting the NJTA Inspector praomiounting.

l. An electronic brake controller in addition tetABS brake controller shall
be cab mounted and wired into the seven (7) wing pk per Specifications:
7PTC. Exact location shall be determined by comigdhe NJTA Inspector
prior to mounting.

J. A complete ABS air brake trailer system inclgdanhand valve control and

trailer protection valve shall be installed witke thxception of the Glad
Hands. The Glad Hand outlets on the pintle plateafion to be determined
by the Authority) shall be plugged to prevent aaskage. The Glad Hands
shall be supplied to the Authority separately aotlimstalled.

LIGHTS AND REFLECTORS:

A. Lights and reflectors shall comply with New Jr<sState DOT
Regulations.

B. Lights shall be LED, where applicable.

MISCELLANEOUS:

A. Provide in cab a dry chemical 5 Ib. “UL” listéide extinguisher suitable
for ABC class fires.

B. Provide in cab a D.O.T. approved reflectivertgke kit.

PAINT:

A. All metal parts shall have the mill scale andremoved by means of a
high-pressure chemical cleaner prior to painting.

B. The top of the hood shall be painted non-reiftectiat black.

C. All frame and running gear shall be painted nfiacturers black.

D. The other sections of the cab shall be paintida BuPont Dulux Omaha
Orange Enamel # 93-082 or approved equivalenttBhall be applied in a
two-step process with the orange base coat anti@ulipolyurethane
overcoat.

E. Wheels, bumper, battery box, air tanks, andrengil pan shall be powder

coated painted.

DIAGNOSTIC REPAIR:

A. Two (2) complete sets of factory diagnostic agplir vehicle interface
software, to include all necessary cabling and ecotions for a laptop
computer shall be supplied.

MANUALS:
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A. Two (2) of each of the following manuals for éatlassis shall be supplied
in either paper form or computer disc upon deliv€geration, Repair,
Maintenance, Parts, and Electrical for each veludered in this bid.
WARRANTY:
A. Engine shall be covered for seven (7) yearsQ@Dmiles/5400 hours
including all electronic engine components andatges at 100% parts and
labor.
B. Cab shall be covered for five (5) years unlimiteiles for perforation,
corrosion, and structure.
C. The frame shall be covered at 100% parts arat falp seven (7)
years/unlimited miles for cracks.
D. The transmission shall be covered for five (&ng/unlimited mileage at
100% parts and labor.
AERIAL UNIT SPECIFICATIONS:
A. Aerolift series 3T-40 or approved equivalenieghisection telescopic boom
aerial device with bucket.
B. The bucket shall have a 180° rotation and hyldrdnwicket leveling
controls.
C. Platform capacity of at least 500 Ibs.
D. Winch capacity of at least 750 Ibs.
E. Aerolift HE-10 or approved equivalent shall adebther 100f vertical
height.
F. Total working height shall be 55
G. Pedestal base shall be bolted to the truck =hass
H. Turret with continuous rotation shall be mountedhe turntable on top of
pedestal.
l. Unit shall be insulated and rated to ANSI CI&85A92.2.
TELESCOPIC ELEVATOR:
A. Elevator shall be fully hydraulic actuated tel@gic unit designed to
replace pedestal on a conventional unit.
B. Elevator shall provide 10f straight vertical lift to the unit.
C. The five section unit is actuated by two (2¢s$ebpic cylinders fully
enclosed with the mast structure.
D. Using the 10elevator shall not increase the overall stowedlitesf the
unit.
E. The control of the elevator shall be from altol stations.
F. The outer tube of the unit shall be' 8quare by 77long and formed from
Y4 steel plate. The outer tube and mounting will ecopast the chassis frame
rail 26" maintaining a lower center of gravity.
G. Each of the mating tubes shall ride on wear jrastalled at all four (4)
intersecting sides of the sections. This solidlistacshall minimize any of the
size deviations between the sections, maintainergoal attitude when
extending the unit.

23
Revised 12-22-14




COMPLY

YES NO

TURRET:

A. The turret shall consist of a I¥ase plate and two"3ide plates cross
box gusseted to ensure strength and integrity.mM&e boom assembly and
elevation cylinder are mounted between the turdet glates.

B. The lift cylinder bearing blocks shall be flamé from solid steel plate'4
thick and jig welded in place.

C. Full pressure lower controls for the aerial devare located on the turret,

D. The turret is designed in such a manner astalfaw any portion to
extend beyond the off side of the truck when rotati

BOOM ASSEMBLY:

A. The boom assembly shall consist of three (3)@es, a main stationary
section, which is attached to the turret, and twt@omoving sections.

B. The outer most section supports the personrsidba

C. The booms shall be fully actuated by hydrawimders. There shall be n
cables or pulleys in the boom extension.

D. The outer boom section is a"luare fiberglass section fully actuated
the hydraulic cylinder.

Dy

E. The second section is a'Kjuare steel section and the main boom is'a
square steel boom section.

14

F. Steel sections are reinforced at critical aseabwelded 100%.

ELEVATION:

A. The booms shall be elevated by'ad6uble acting cylinder.

B. The booms travel from -20 degrees below thezioorio + 75 degrees
above the horizon.

C. A double pilot holding valve shall be boltedetitly to the elevation
cylinder to prevent free fall in the event of hdaidure and assist in holding
the boom in rest during transit.

D. Unit capacity shall be rated at any boom angle.

E. Personnel platform capacity shall be rated ptmmom angle or boom
extension.

ROTATION:

A. The turret and boom assembly shall rotate oaleld@aring gear.

B. The unit shall rotate 360° continuously.

C. The unit shall also be manually rotated in thené of power failure.

D. The unit shall be equipped with an automati@gieg system to lubricate
the rotation.

EXTENSION:

A. The booms shall be extended and retracted by delaabng type cylinde

B. The cylinder shall be fully enclosed by the boom

C. The cylinder shall power the boom section irhitbe, extend and retract
motion.

GROUND CONTROL STATION:

A. The ground control station shall have multigiegportional single axis joy
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stick controls to operate the boom functions.

B. They shall be enabled with a separate momestaitgh to allow for the
override of the upper controls.

C. This station shall have the same controls asipiper controls including
the emergency stop.

D

D. These controls shall not be accessible dirdadiyn the ground but shall bg
accessible from a work station, isolated from tfaugd to ensure operator
safety in a separate compartment located on ttipedbody curb side.

TURRET CONTROLS:

A. Full pressure lower controls located at thedtiprovide control for all
boom functions and for bleeding of the platformeigvg system, and all
hydraulic boom options.

B. The turret controls provide for metering offaihctions and override the
upper controls at the platform and ground contiatien if provided.

BASKET CONTROLS:

A. Full hydraulic proportional basket controls foepate unit functions shall
be located at the basket.

B. There will be one (1) control for each function.

C. Accessory functions, stop/start, throttle aneegancy pump shall be
included.

D. The unit will have emergency stop in the baskitrol as well as the
ground control station.

E. Full proportional controls shall allow for fullpetered boom operation.

F. All the boom controls are of a fail-safe desagnl shall return to center
automatically.

G. The unit shall be equipped with an outriggeeiioicks, which shall not
allow the unit to be operated until the outriggams deployed.

H. The unit shall also have a boom over-stow ptaiedo keep the operator
from stowing the boom with too much down-pressure.

FIBERGLASS BUCKET:

A. An end hung, 180° rotating 24 36' x 42' basket mounted on the tip of
the extension boom.

B. The basket shall have an operating capacityp0flBs. personnel and 750
Ibs. material.

C. The unit shall have two (2) lanyard anchor poon the end of the boom.

D. The unit shall be tested as a material handlim

E. Supply two (2) soft covers for bucket.

BASKET LEVELING:

A. The basket shall maintain level in all positimigoroom movement by a
master slave hydraulic leveling system.

B. The main boom shall activate the master cylindeated in the turret.

C. The master turret leveling cylinder feeds thekiealeveling cylinder,
maintaining the basket level.
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D. The cylinder at the basket shall have a pilounmed holding valve to
prevent accidental dumping of the basket in thenegka hose failure.

E. Provisions to dump, adjust, and bleed the bushkeall be located at the
turret control station.

"H" FRAME STYLE STABILIZERS:

A. Hydraulically operated downriggers shall be mtanon the unit and
attached directly to the chassis frame and thertowe

B. The stabilizers shall have electric roller styhait switches that shall be
used to define the travel of the downriggers.

C. The signals from these sensors shall be usedeidock the boom so that
they must be deployed prior to the boom becomireyatmpnal.

D. The unit shall ensure a minimum ofdf penetration on level ground.

E. The stabilizer shall maintain & ®inimum of ground clearance in the
stowed position.

F. The stabilizers shall be of sufficient spantabgize the unit in accordance
with ANSI standards for man baskets.

G. Maximum span on the stabilizers shall b& 96

H. Rear set of stabilizers shall not exceed theimama span of 96

"H" FRAME STYLE REAR AUXILLARY STABILIZERS:

A. Hydraulically operated downriggers shall be mwarear of the rear axle
and attached directly to the underside of the ¢hdame.

B. The stabilizers shall have electric roller styhait switches that shall be
used to define the travel of the downriggers.

C. The signals from these sensors shall be usmedetdock the boom so that
they must be deployed prior to the boom becomireyatpnal.

D. The unit shall ensure a minimum dfef penetration on level ground and
not exceed 96in width.

E. The stabilizer shall maintain & ®inimum of ground clearance in the
stowed position.

F. The stabilizers shall be of sufficient spantabsgize the unit in accordanc
with ANSI standards for man platforms.

D

HYDRAULICS:

A. The system shall be powered from a transmissioanted hot shift PTO
with a direct mount gear style pump.

B. The pump shall be sized to provide 15 gpm okféd 1,000 rpm’s of
engine speed.

C. DC powered emergency power unit shall be mouatelde elevator base
and be plumbed into the main system to allow foemgyancy operation in
case of main failure.

D. The open center hydraulic system will operatg,@®0 psi maximum
pressure.

E. The system shall utilize R100 hose, properlypsuied throughout the
installation and a minimum of a 50 gallon hydradiéink with 100 micron
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return filter and isolation valves.

TESTING:

A. All critical welds shall be Dye Penetrant testeatording to AWS D1.2
structural welding code.

B. All welding shall be performed in accordancehv®WS D1.2 structural
welding code by qualified welders.

C. All testing shall be recorded and retained \ilign production records of
the specific unit.

D. All structural material shall be from certifisteel with the test
certifications being maintained in the productienards.

E. The major components of the unit shall be seadland recorded.

F. Every unit shall be factory stress tested, uaidignamic test procedure
with 150% of the rated load.

G. If the unit is factory mounted this may be imgmction with the ANSI
testing required by ANSI A92.2-2009.

H. Di-electric testing shall be done in accordawith ANSI 92.2-2009 as a
class “C” insulated unit.

POWER TAKE-OFF:

A. The unit shall have a heavy duty SAE 10 bolt P¥i@h cab control.

B. The PTO shall be a hot shift 12 vdc operate@ typ

C. A dash-mounted light shall be provided to inthale PTO engagement.

ELECTRICAL CERTIFICATION:

A. The aerial unit shall be electrically testeccompliance with category “C”
46 KV and below per ANSI 92.9-2009.

DECALS:

A. All device danger and operator decals shallnsgailed.

BOOM REST:

A. A heavy duty boom rest with boom tie down slheliprovided.

B. The rest shall be welded steel construction wadded boom cradle.

C. The boom shall be secured in the rest with ayhdaty nylon strap with ai
eccentric tightening lever.

EMERGENCY POWER:

A. The aerial device shall have an emergency 123l electric motor
power hydraulic system.

B. The emergency power system shall be connectpdraidlel with the main
pumps and shall be designed for non-continuousatiper

C. The system shall be able to return the aerimtdedo the complete stored
position and retract the outrigger.

D. The emergency power control shall be locateall atations.

E. The power for the DC motor shall come from tluek batteries.

ENGINE START-STOP:

A. Provisions shall be provided to start and stapttuck engine at the buck

112
—

and ground controls.
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B. The system shall not violate the dielectric iegments.

TWO-SPEED THROTTLE CONTROL:

A. An electric throttle control shall advance thegme rpm to a preset
designated speed when activated.

B. The speed throttle shall activate at all thetirstations.

HYDRAULIC WINCH:

A. A hydraulic winch shall be permanently mountedtiee main boom with
sheave arrangement located at the bucket end.

B. The winch shall not restrict any bucket positngnnor shall the winch
cable ride over the bucket.

C. The capacity of the winch and boom shall beB50in all boom
positions.

D. Controls for the winch shall be located at theugpd control station and
turret control.

E. A pulley shall be mounted on the side of theeobbom curb side.

F. The winch line shall ride over the pulley.

WARNING SYSTEM:

A. A visual and sound warning system shall be mtegli The visual warning
system shall be a red lens light with a diameteatdéast 3mounted on the
trucks dash.

B. The light shall be on when the boom of the ddmimket is not in the travel|
position.

C. The sound warning system shall be an alarm nedwmder the driver’s
seat.

D. The alarm shall sound if the transmission oftthiek is engaged when the
boom is not in the travel position.

D

E. All standard OEM warning systems shall be instband shall be
operational.

MANUALS:

A. Two (2) sets of manuals for operating, mainteeaservice, and parts
shall be provided in paper.

PAINT:

A. All components shall be prepared for paint.

B. All parts shall be painted prior to assemblyhnah epoxy base coat and &
top coat of polyurethane white (Axalta Imron or epyed equivalent).

HEAVY-DUTY UTILITY BODY SPECIFICATIONS:

A. 132" heavy duty utility body with 40rear platform.

B. The body shall be mounted on the truck chassssribed in these
specifications.

BODY SIZE:

A. The body shall have the following approximate disiens:

Length: 132 with extension 172
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Rear platform extension: 40
Height @ front and rear: 47
Compartment depth: 18
Body width: 92

CONSTRUCTION:

A. Wheel housings shall be equipped with rubbedéseattes.

B. The body shall be constructed of 14-gauge galeahsteel.

C. Rear panels shall be 12-gauge galvanneal steel.

D. The panels between compartments shall be 16eggalganneal steel.

E. The doors shall be double paneled and consttwét20-gauge galvanneal
steel.

F. Body cross members shall Besfructural steel.

G. The body shall be welded and riveted throughmebnstitute a single unit.

H. All welding shall be in accordance with good coercial practices.

l. All sheared edges of the bulkheads and sidelig/®including door
openings shall have lapped or rolled edges.

J. The forward portion of all door openings shalé water guards to keep
out rain water.

COMPARTMENTS:

A. Curbside Compartments:

» The front vertical compartment shall be'2@de x 47 high and 18
deep. The inside of the compartment shall have #uadjustable
shelves with dividers.

* The second vertical compartment shall bé&itle x 47 high x 18"
deep. The inside of the compartment shall have(bnghelf with
dividers and three (3) 14leep roll out drawers on 250 Ibs. capacity
slides under shelf with three (3) adjustable diksdeer drawer.

* The center compartment shall be horizontal ovemtheel housing
and shall be 50wide x 19 high x 18 deep. The inside of the
compartment shall have a plain permanent through glith plywood
bottom in the upper portion and a bolt bin in tlasd of compartment

» The rear vertical compartment shall bé 26de x 47 high x 18 deep.
The inside of the compartment shall have a plarmpeent through
shelf with plywood bottom in the upper portion,dér(3) material
hooks on the back panel.

* The rear vertical compartment shall bé @éde x 47 high x 18 deep.
The inside of the compartment shall have one @ipgermanent
through shelf that extends forward into the centenpartment in the
upper portion and two adjustable shelves with dikgdn the lower
portion.

B. Street side Compartments:
* The front vertical compartment shall be'2@de x 47 high x 18
deep. The inside of the compartment shall have (#uadjustable
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shelves with dividers.

* The second vertical compartment shall bé&ide x 47 high x 18
deep. The inside of the compartment shall havaia permanent
through shelf in the upper position with plywoodtbm, and have
three (3) 14 deep roll out drawers on 250 Ibs. capacity sligigls
three (3) adjustable dividers per drawer.

* The center compartment shall be horizontal ovemtheel housing
and shall be 50wide x 19 high x 18 deep. The inside of the
compartment shall have a plain permanent through glith plywood
bottom in the upper portion and a bolt bin in tlasd of compartment

* The rear vertical compartment shall bé 26de x 47 high x 18 deep.
The inside of the compartment shall have a plarmpeent through
shelf with plywood bottom in the upper portion,dér(3) material
hooks on the back panel.

* The street side compartments shall have plywoatllthrough shelf
with door opening of 13x 18' (with a stainless steel flush-type
locking handle) at rear end of body. Shelf extenols rear of body
through to the second vertical compartment.

C. All shelves shall be galvanized in natural gaizad finished (no paint).

D. Diamond tread plate shall be installed on themgartment tops — both
sides and coated with Ferrox or approved equivalentskid material.

E. Bustin Firm Grip or approved equivalent steps antside hand rail shall
be installed on the curb side compartments atdhe r

F. The rear inner corners of the body side compamtsshall have channels
14" high for holding up two 58x 6' x 1" boards. Provide two (2) hardwood
tailgate boards approximately'58®ng x 6' high x I' thick. The boards shall
slide into the channels

G. The compartments shall be equipped with LED tagging. Each
compartment shall have an automatic door switch miaster lighted switch
in cab.

DOORS:

A. The compartment doors shall be double-paneltcoctson with 18-gauge
galvanneal steel exterior panel and 20-gauge gabadad steel interior
panels.

B. Hinges to be 10-gauge zinc plated steel “hiddenjes with ¥4 stainless
steel pins at pivot points.

C. Hinges bolted in place. Horizontal doors shaitdnsupporting chains,
rubber stop bumpers and built-in water troughs.

D. The vertical doors shall have gas prop door érsld

E. The doors shall be equipped with stainless diesh-type handles, rotary
action paddle locks and a full length locking devéhall be provided for eac
side of compartment doors (master locking systelfmvide padlocks, keyec
alike and four (4) keys.

)

F. Doors shall be weatherproof using automotive typor seals.
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COMPLY

YES NO

G. The exterior paneling of all doors shall be foéexcessive waves or
welding marks in the metal.

FLOOR:

A. The floor shall be 10-gauge diamond safety trstaél coated with Ferrox
or approved equivalent non-skid material.

REAR EXTENSION:

A. The rear of the body shall have & 40atform extension with proper
reinforcements.

B. The rear platform shall be built of 10-gaugentited safety tread plate.

C. The rear platform shall have two grab rails amal grip strut cable stirrup
steps.

D. The platform shall be coated with Ferrox or amed equivalent non-skid
material.

E. The extension shall have thru-tunnel with datrsach end, with"ehigh x
18" wide doors at each end.

F. On the curbside of the extension a mountingkaiashall be provided for ¢
vice.

G. The vice shall be provided with storage spaamm of the body
compartments.

H. The center section of the platform extensionl shd@end out
approximately 18

FENDERS:

A. The body shall have rubber fenderettes with mod stone guards and
mud-flaps (no advertisements).

WHEEL CHOCKS:

A. Provide two (2) heavy-duty wheel chocks.

B. Wheel chock storage shall be provided in theybokeel well panels, one
(1) each side.

BOOM SUPPORT:

A. The body shall include a structure for the ddyiacket boom cradle.

RUST PROOFING:

A. Complete body shall be rust proofed.

B. Rust proofing material shall be Ziebart or ameh equivalent.

C. The application of rust proofing material mustdone by a facility whose
primary business is vehicle/equipment rust proofing

D. Vendor must supply written certification and veanty of rust proofing.

PAINT:

A. DuPont Dulux Omaha Orange Enamel # 93-082 oraymal equivalent.
Paint shall be applied in a two-step process Wighdrange base coat and
additional polyurethane overcoat.

B. Body inside body compartments including doorg (ot shelves).

ELECTRICAL:

A. All body lighting shall comply with FMVSS108.
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COMPLY

YES NO

B. All clearance and marker lights shall be LED.

C. Reflectors: two (2) red reflectors at rear saflbody, two (2) red reflectors
at rear of body at widest practicable positonstaral(2) amber reflectors at
front side of body.

D. Stop/Turn/Taillights: total of four (4), two (®&n each side in rear face of
tail shelf.

E. Back-up lights: total of two (2), one (1) on leaide in rear face of tail
shelf.

F. License plate holder with light.

WARNING LIGHTS:

A. Rear Warning Lights: two (2) Whelen Model 90AASS, 9' LED lights
or approved equivalent. Lights shall be grommet mbedi one (1) each side,
rear face of curbside/street side compartment. stin of these lights shall
be from one (1) dash mounted switch.

B. Exact location of lights shall be determineddoyntacting the NJTA
Inspector prior to mounting.

LIGHTBAR:

A. Mount onto cab roof (See Specifications: LB-EREHTBAR AND
SWITCH PANEL).

ROTATING LIGHTS:

A. Two (2) amber rotating lights shall be mountedtioe body front
compartment with heavy duty protective guards (@meach side).

B. The lights shall be a Class | Arrow Model # 3831 LED or an approved
equivalent.

C. The switch for the lights shall be dash-mourated properly labeled.

D. One (1) back lit rocker type activation switdta be installed in cab to
operate rotator lights.

E. Exact location of lights shall be determinedcbwntacting the NJTA
Inspector prior to mounting.

WORK LIGHTS:

A. Four (4) Whelen Model PFBP12 or approved eqanalED work lights.

B. One (1) mounted on top of second compartmentside and one (1)
mounted on second compartment street side.

C. One (1) mounted at top curbside and one (1) teouiop street side rear
compartment.

D. One (1) dash-mounted switch to operate bottidigh

E. Switch shall be properly labeled.

F. Exact location of lights shall be determinedcbytacting the NJTA
Inspector prior to mounting.

ACCESSORY EQUIPMENT:

A. CAPSTAN HEAD WINCH:
» Capstan shall have a minimum line pull of 3,000 Wash variable and
reverse controls.
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COMPLY

YES NO

Capstan head winch shall be mounted under the f@adyextension
on the curbside rear.

Vendor shall supply and install all necessary canepds to insure the
Capstan head winch is complete and operational.

B. GENERATOR:

Hydraulic driven generator shall be provided aredahed on floor
body in a weatherproof enclosure against bulkhédabdy.
Generator shall be rated for 3,000 watts at eit2éror 240 volts.
Generator shall be a brushless design with shatitiprotection,
lifetime lubricated bearings, hydraulic motor wjitessure
compensating flow control.

Vendor shall supply and install all necessary canembs to insure the
generator is complete and operational.

Generator shall be installed so the aerial devicegenerator can
operate simultaneously.

Exact location of generator shall be determineddmtacting the
NJTA Inspector prior to mounting.

C. EXTENSION CORD/REEL:

120 volt heavy-duty 50ong extension cord with retractable reel sh
be provided and installed.

The reel shall be mounted on top of the curbsidepastment and
wired to the hydraulic driven generator.

Exact location of reel shall be determined by cotiig the NJTA

Inspector prior to mounting.
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SPECIFICATIONS: LB-SP
LIGHTBAR AND SWITCH PANEL

BIDDER'’S INSTRUCTIONS

IT SHALL BE THE BIDDER’S RESPONSIBILITY TO CAREFULL Y EXAMINE EACH

ITEM OF THE SPECIFICATION. BIDDERS MUST INDICATE WH ETHER THEY

COMPLY OR NON-COMPLY FOR EACH LINE ITEM IN THE SPEC IFICATION.

FAILURE TO PROVIDE A COMPLETED BID MAY CAUSE REJECT ION OF BID.

ALL NON-COMPLY RESPONSES AND/OR BIDDERS PROPOSED “APPROVED
EQUIVALENTS” MUST BE FULLY EXPLAINED ON EXCEPTION F ORM, NOTING

SECTION AND ITEM. FAILURE TO EXPLAIN NON-COMPLY RE SPONSES OR
FAILURE TO SUPPLY DETAILED LITERATURE/BROCHURES ON THE BIDDERS
PROPOSED “APPROVED EQUIVALENTS” MAY CAUSE REJECTION OF BID.
WHERE “MINIMUM/MAXIMUM” IS SPECIFIED, BIDDERS MUST PROPOSE AT
LEAST THE MINIMUM/MAXIMUM SIZES OR THE BID MAY BER EJECTED.

COMPLY
LIGHTBAR: YES NO

A. The lightbar shall be a Whelen Engineering Dé&ltadel D12HAS50NJTA
or approved equivalent.

B. Furnish and install a two-level, aerodynamicaksigned all-light
vehicular lightbar and mounting hardware for alickks specified in this bid
package.

C. The lightbar shall consist of primary warninglwe upper section and
secondary warning in the lower section.

D. The lightbar shall be certified as meeting SAE J84ss | warning light
specifications.

E. Dimensions:
* Length......... 49%,"

* Height......... 515"
*  Weight........ 48 Ibs.

PRIMARY WARNING (UPPER LEVEL):

A. Two (2) outboard independent motor driven ratgtight assemblies.
Each rotating reflector shall produce 175 minimulzsties per minute. The
candlepower of each rotating light shall be 72,600

B. Two (2) inboard independent motor driven rotgtight assemblies shall
feature a double ball bearing design for quietglbfe and superior
performance. Each shall produce a 175 minimum éag®er minute. The
candlepower of each rotating light shall be 72,600

C. Two (2) diamond mirrors located between eacthetwo (2) rotators
shall increase the flash rate to 700 minimum flagtex minute to the front
and rear of the lightbar.

D. One (1) independent center motor driven rotaligigt assembly
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producing 175 minimum flashes per minute shallfeesame quality design
as the outboard rotator listed above. Candlepowaub shall be 72,000 cp.

E. Two (2) diagonal mirrors shall be mounted acfos® the center rotating

light assembly.

F. All primary warning light assemblies shall ugevatt HI halogen lamps.

G. The lightbar shall provide a true 360° unobdedavarning signal.

H. The primary warning lights shall not be obsteacin any way by the
takedown, flashing, alley or any other secondayiyts.

|. Secondary light shall remain an integral parthaf lightbar.

SECONDARY WARNING (LOWER LEVEL):

A. Two (2) front and four (4) rear flashing AMBEREBI 3.5 Super-LED
assemblies. Each assembly shall consist of si{3(6yer 3 staggered
design} Gen 3.5 Super-LED’s and clear TIR and oléeses. The flashing
lights shall produce a signal alert alternatingtilpattern using an
electronically controlled flasher.

B. Two (2) forward facing take-down (steady burnabgar) lights using 35
watt halogen lamps.

C. Two (2) internal alley lights located on eacll efthe lightbar using 35
watt halogen lamps.

DOME CONFIGURATIONS:

A. An amber colored single piece polycarbonate prindome shall be
provided for each side and center section of tgjgliar with each piece
separated by a divider.

B. The primary dome shall be textured inside thpedbeach dome to
improve daylight warning.

C. This textured screen shall be an integral patieprimary dome.

MOUNTING BRACKETS:

A. A hook-on mounting bracket with stainless stesidware shall be
included (permanent mount is also acceptable bt meispecified by the
vendor in the bid package).

B. In the event a safety rack is installed behheidab (and safety rack

extends 3%2" higher than cab roof), the bottom efligjhtbar must be at least

1" higher than the safety rack to create an unobtd view of the lightbar
from the rear of the vehicle. This rise is to beiaged using a Whelen mod
# RMKB8H light bar mount or approved equivalent.

el

ELECTRICAL:

A. The power requirements shall not exceed thewolg:
* Primary Lights Mmps per assembly
» Alternating Flashing Lights .5 amps pssembly

» Alley Lights/Take-Down Lights 3.9 amps each

SWITCH CONTROL PANEL:

A. The switch control panel shall be a Whelen Md@€ICHD2 or an
approved equivalent.

B. Switch control panel shall be designed to acconhte six (6) circuit
breaker rocker switches with legend inserts abawoh switch for various
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lightbar devices and back lighting.

C. The panel dimensions shall be approximatédy Righ x 6" wide x 54"
deep.

D. The switch assembly shall be supplied with sgxemo (72) legend tabs
to choose from (switches shall be rated at a mimmo&25 amps @ 12
V.D.C)).

Switch Designation/Function:
* Switch one...... Rotating Lights
* Switch two...... Front/Rear Light Bar Flashing LED’
» Switch three.....Take-Down Lights
» Switch four....... Left Alley Light
* Switch five....... Right Alley Light
» Switch six......... Blank

E. A 40 amp circuit breaker switch shall protee thtating light circuit
(switch one). The remaining circuits (switches tivau six) shall be a
minimum of 25 amp circuit/breaker type switches.

F. The switch module shall be designed to be ilestaln a vehicle mounting
surface. The switch module shall be located swéécle and controls can
be operated safely under all driving conditions.

WIRING:

A. Use 14 and 16 AWG wire and connect leads tafigicable lightbar
component.

B. Use 8 AWG wire and connect the ground leadrgliable vehicle
ground. One (1) master ground wire shall be usddsvwAtching shall be
done via 14 and 16 AWG wires.

C. Use 18 AWG wire and connect the back lightinguat to the lead vehicls
instrument light circuit.

1%

D. The power for the switch module panel shall beamed from a vehicle
power distribution center or by an 80 amp masteudi breaker. The center
or master circuit breaker shall be provided anthited by vendor. All
circuits shall be protected by fuses or circuitaers. Install the power
distribution center or master circuit breaker aselto the battery (ies) as
possible. Use 8 AWG wire and connect the power tedtle master circuit
breaker or power distribution center.

E. Provide a wiring diagram for both lightbar andtsh panel showing all
components with part numbers.

F. Holes drilled through the firewall and roof feiring and mounting
brackets shall have a grommet or similar deviceqaan the hole to protect
the wires and brackets against damage and watexdea

G. The outer cab roof holes shall be sealed wiitosie sealant to prevent
water leakage.

REAR STROBES:

A. The rear strobe type light shall be a Whelen B1adT X609A Vertex
Super LED Light or approved equivalent.
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SPECIFICATIONS: 7PTC
7-POLE ROUND PIN TRAILER CONNECTORS ON TRUCKS AND T RAILERS

CONNECTOR MARKING COLOR APPLICATION
WHITE .. GROUND
BLACK . ... e TAIL LIGHT
BROWN . .. e e TAIL LIGHT
YELLOW....cooiiiiiiiiiiiiieeeieee e LEFT TURN SIGNAL
GREEN. ... RIGHT TURN SIGNAL
RED ... ELECTRIC BRAKE
BLUE .. 12-VOLT BATTERY-

WITH 30-AMP AUTOMAT
BIMETAL THERMAL R&EET
CIRCUIT PROTECTION.

SOCKET MARKINGS PLUG MARKINGS

White

Rec
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*FAILURE TO COMPLETE ALL AREAS MAY RESULT IN REJECT

UNIT INFORMATION FORM

(Must be submitted by vendor with bid documents)

TRUCK CHASSIS:

YEAR: MAKE:

ENGINE MAKE:

MQDE

ION OF BID*

MODEL:

CID: HP: @

TRANSMISSION MAKE:

MODEL:

SERVICING AGENCY:

RPM

LOCATED AT:

TELEPHONE #:

CONTACT:

AERIAL UNIT:

YEAR: MAKE

Name & Title

MODEL

INSTALLER:

SERVICING AGENCY:

LOCATED AT:

TELEPHONE #:

CONTACT:

Revised 12-22-14

Name & Title
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BODY:

YEAR: MAKE MODEL

INSTALLER:

SERVICING AGENCY:

LOCATED AT:

TELEPHONE #:

CONTACT:

Name & Title

GENERATOR:

YEAR: MAKE MODEL

WATTS:

INSTALLER:

SERVICING AGENCY:

LOCATED AT:

TELEPHONE #:

CONTACT:

Name & Title

COMPARTMENT ROPE LIGHTING:

YEAR: MAKE MODEL

INSTALLER:

SERVICING AGENCY:

LOCATED AT:

TELEPHONE #:

CONTACT:

Name & Title
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ROTATING LIGHTS:

YEAR: MAKE

MODEL

INSTALLER:

SERVICING AGENCY:

LOCATED AT:

TELEPHONE #:

CONTACT:

REAR WARNING LIGHTS:

YEAR: MAKE

Name & Title

MODEL

INSTALLER:

SERVICING AGENCY:

LOCATED AT:

TELEPHONE #:

CONTACT:

WORK LIGHTS:

YEAR: MAKE

Name & Title

MODEL

INSTALLER:

SERVICING AGENCY:

LOCATED AT:

TELEPHONE #:

CONTACT:

Revised 12-22-14

Name & Title
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RUST PROOFING:

MATERIAL

INSTALLER:

SERVICING AGENCY:

LOCATED AT:

TELEPHONE #:

CONTACT:

Revised 12-22-14

Name & Title
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Exception Form: Vendors must list exceptions for applicable #ms below. It shall be
understood that if no exception is taken, the Vendashall supply all material exactly as
specified. Vendors may list proposed equivalent ites below for consideration by the
Authority, and should include the item number, itemdescription, manufacturer's name,
model number and packaging quantities of those itemwhich the vendor proposes to
substitute. Vendors may not use this form to attdt conditions, limitations, or other
provisos to their bid. Please be advised that amyroposed equivalent or other exceptions
that are deemed to be a material deviation from thepecifications shall be a mandatory
cause for rejection of the bid, and the vendor proeeds at its own risk.

Delivery Date Exception
Warranty Date Exception
Vendor's Name

Signature of Vendor Responsible Officer

Date
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